Compact Utility Tractors
The big name in small tractors
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Our name counts for so much more

At first sight,
it’s just a tractor.
At first sight...

Take John Deere out of the equation and it would be just another
tractor – like any of the scores of other compact tractors. But the
green and yellow livery stands for much more! More than you
might expect.
John Deere raises the bar when it comes to reliability, durability
and performance. How, you ask? The answer lies in outstanding
knowledge management. It’s what we’ve been doing at
John Deere for more than 170 years.
We feed all our experience into developing new, revolutionary
ideas that help us deliver that “little bit extra”. That’s how we
give you that reassuring feeling that you’re not just driving any
old compact tractor – you’re at the wheel of a John Deere.

Outstanding support and advice
Our dealers aren’t interested in just making a sale. They want customers for life.
Here is how we ensure this: Dealer Technical Assistance Centre (DTAC) system
that links every John Deere dealership in the world to a constantly updated
list of identified service issues and solutions. This allows John Deere trained
technicians to be proactive. So you can rely on helpful advice and support
whenever you need it.
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Huge stocks. High availability
Many customers feel our most remarkable machine is actually our worldwide
parts support network. Our European Parts Distribution Centre stocks
approximately 180,000 individual part numbers. Advanced logistics ensure
99% parts availability on emergency orders throughout Europe. John Deere is
always open for business when it’s convenient for you. Order parts 24/7 through
JDParts.com and with our network of parts distribution centres and advanced
logistics, we’ll get them to you quickly.

Expert service
First class equipment deserves first class maintenance. Properly serviced
equipment makes the difference. Every technician at a John Deere dealership is
a true professional. Everyone is required to complete an education programme
that includes extensive communication and diagnostics training. Expertly
qualified John Deere trained technicians are here to ensure your tractor will run
smoothly. It’s all part of an ownership experience that is second to none.
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Rising to the challenge – no matter how big

For major
projects.
And beyond.

120

0

2846

2261

Small Chassis

2280

Sub Compact

1295

Measurements in mm

2835

Measurements in mm (2320 ROPS)

Premium1026R
Engine
17.5 kW (23.8 hp)
Transmission
Hydro

2000 Series
Engine
Transmission

16.9 to 22.4 kW (23 to 30.5 hp)
Hydro

Large property owners, Small Local Authorities,
Landscapers, Parks

Local Authorities, Landscapers, Parks / Zoos,
Contractors, Golf Courses

1 Series 

2320/2520/2720 

Page 8-11

Page 12-15
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Loaders
Page 26

Mower decks
Page 28

1323

3230

Measurements in mm (3320 Cab)

3000 Series
Engine
Transmission

23.1 to 32.4 kW (31.4 to 44 hp)
Hydro or Gear

2323

Large Chassis

2257

Mid Chassis

1667

Attachments

3454

Page 30

Measurements in mm (4320 Cab)

4000 Series
Engine
Transmission

35.1 to 48.2 kW (47.7 to 64.4 hp)
Hydro or Gear

Local Authorities, Contractors, Landscapers,
Golf Courses, Large Parks

Local Authorities, Contractors, Landscapers,
Golf Courses, Small agricultural applications

3036E/3320/3520/3720 Page 16-20

4320/4520/4720 

Page 21
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Go for Green
John Deere takes its responsibility to the environment
very seriously. In our efforts to reduce engine emissions and fuel consumption, John Deere engineers
employ a global network of technical resources.
Today, we utilise the latest technology for lowering
emissions, reducing fuel consumption and increasing performance. All of this results in engines that
meet or surpass nonroad emissions regulations for
the European Union (EU) and, at the
same time, maximise
fuel efficiency
and engine
performance.

PowerTech E technology
Cooled Air From
Aftercooler

Fixed Geometry
Turbocharger
Fresh Air

Air-to-air Cooler

2-Valve
Head

Compressed Air From Turbocharger
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Electronically controlled fuel injection
Provides precise control of the amount
and timing of fuel injection, for optimum
performance and fuel economy.

Direct Injection
Fuel is injected directly into the combustion
chamber.
This premium system provides the best
performance, fuel efficiency and cold weather
starting characteristics.

*T he engine shown is a John Deere PowerTech E engine,
meeting the Interim Tier 4/Stage III A emissions
regulations, available on John Deere Compact Utility
Tractor 4520 and 4720.

Fixed Geometry Turbo Charger
Forces a greater volume of air to enter the
engine creating more power and improves
efficiency.

Intercooler
Improves efficiency by increasing the
density of air entering the engine.
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Sub Compact Tractor – 1026R
One Tractor. Many Possibilities
In designing the 1026R, our engineers responded directly to
customer feedback in every targeted area… Increasing stability.
Improving ride comfort. Improving attachability. And, improving
the ability to store the machine.
The 1026R comes with a hydrostatic transmission, 4-Wheel Drive
(4WD) and power steering as standard equipment. When you
look at all the other features that come with a 1026R – the
deluxe seat and suspension, tilt steering, deluxe lighting kit,
etc. – you realise that while its doing the heavy work, you’re just
along for the ride.
And when it comes to attachments, the 1026R really is like a
Swiss Army Knife. Small and compact in size, it’s designed to do
multiple tasks and change quickly between tools or attachments.
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Designed for confined areas
Designed for comfort:
■ Flat floor easy access platform
■ Standard cruise control
■ Standard tilt steering
■ Deluxe suspension seat
■ Standard 4-Wheel-Drive
■ On seat height-of-cut adjustment

Foldable Roll-Gard ROPS

Standard road
homologation

The Category One 3-point linkage, with a lift
capacity of 525 kg at the link ends, gives you the
flexibility to use a wide range of implements.

Optional easy to attach
AutoConnect – mid-mounted mower
deck available in two sizes, 137 cm
(54″) and 152 cm (60″) – both with
side discharge.

Hydrostatic transmission
with Twin Touch pedals
for ease of use and precise
operation.

AutoConnect Mower deck: in no time at all, you can
attach one of our exclusive AutoConnect Decks to
the 1026R tractor without leaving your seat. Simply
drive over the deck ramps, listen for two clicks as
the deck attaches and you’re done.
Yes, it’s that easy. And quick.
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An optional, easy attach
loader is operated by a tractor
mounted joystick. With a lift
capacity of 380 kg even at full
height the 1026R performs
most loader tasks with ease.

Roll-Gard Roll-Over Protection Structure (ROPS) is
standard for maximum safety. You can easily fold
it to pass under trees or for storage in confined
spaces.

The optional cab is spacious and well equipped with
a deluxe cloth seat, large doors and integrated work
lights. Offering excellent visibility, the overall height
is below 2.0 metres, which makes operating close to
trees and other obstacles, much safer.
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2020 Series
Versatility in a compact size
Although sized to easily park in garages or negotiate tight spots,
the 2020 Series has the durable “big tractor” features you
expect: a full Category One 3-point hitch and heavy duty axles for
higher loads. All three models in the range (2320, 2520, 2720)
come with 4-Wheel Drive, two pedal hydrostatic transmissions,
a wide operator platform and features like cruise control and
folding Roll-Over Protection Structure (ROPS).
So if you’re looking for a tractor that’s compact but doesn’t
make compromises, try the 2020 Series.
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Makes multi-tasking easier
CruiseControl
Standard, easy to use cruise control lets you
concentrate on the task at hand.
Ergonomic operator platform
Wide operator platform and ergonomic controls for
easy entry.
Hydrostatic Power Steering for smooth and steady
manoeuvrability.

Liquid cooled diesel engines
Specifically designed to deliver low end lugging
power to pull heavy loads and move earth. Starting
with the 2520, all engines are direct injected for
higher torque and less fuel consumption.

Front hitch and front PTO
For greater versatility, a front hitch and a front
PTO are available. Attach a snow blade or other
implements in less than one minute! Mid and rear
PTOare standard.

Optional Loader
Go from loading to mowing in minutes. The 200CX
loader can attach and detach in under 3 minutes –
with no tools. The convenient loader joystick is
positioned close at hand but clear of your knee
and dual hydraulic control valves mean faster cycle
times.
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Folding ROPS
Standard folding ROPS for parking in garages or
mowing under branches.

Optional Cab
Give your 2020 all-weather capability. There’s plenty
of legroom and good 360° visibility.

Twin Touch pedals
Hydrostatic transmission with Twin Touch pedals for
ease of use and precise operation.

Standard 4-Wheel Drive
High axle load capacities – front and rear.
Great for loader work.
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Standard 3036E
You’ve never seen standard like this before
Some rules were made to be broken. When we designed the 3036E Standard Compact
Utility Tractor, we stretched the boundaries for what a standard tractor could be.
We’ve added high-end features like a hydrostatic transmission, a powerful engine,
4-Wheel Drive and an ergonomic operator station. When you put all this together you
won’t find better value.
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Built for work

Independent PTO
Engage and disengage PTO independent of other
transmission operations and at any ground speed.

Powerful Diesel Engine
Direct fuel injection and turbocharger for maximum
efficiency and impressive performance.

Hydrostatic Power Steering
Standard equipment for easier and faster steering
when manoeuvring in tight spaces.

Ergonomic Operator Station
All controls are located within easy
reach on the right hand fender
for comfortable working.
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Roll-Over Protection Structure
(ROPS)
Solid and reliable protection which
folds for easy storage.

Wet disc brakes
Oil immersed for ultimate durability and long life.
A differential lock is integrated into the brake for
maximum stopping power.

Spur gear final drives
Strong and durable for a long life.

Hydrostatic transmission + Twin Touch pedals
For ease of use and precise operation. Two speed
ranges for optimum performance in all applications.

Standard 4-Wheel Drive
Engage on-the-go when the tractor is not under
load, for maximum traction.
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3020 Series
Power management for productivity
Never before have tractors this size
offered so much power that’s this easy
to use. A digital performance tracking
system, standard 4WD and an amazing
LoadMatch electric power management
system maximises performance in every
application. Comforts like automotive
style controls, smooth transmissions,
standard high back seats and tilt steering
improve your productivity. It’s no wonder
the 3020 outclasses every other tractor
in its class.
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3020/4020 Series
The capacity to deliver

John Deere PowerTech engines
John Deere diesel engines are quick starting and
offer ample reserves of torque for moving heavy
loads. See pages 6/7 for more details (4020 Series
only).

4-Wheel Drive
Standard 4WD lets you dig in when doing loader
work or rotary cutting over challenging ground.
The heavy duty front and rear axles give you the
confidence to handle the toughest jobs.

E-Controls

LoadMatch
LoadMatch comes into its own when moving a
heavy load or mowing thick grass. It automatically
adjusts the transmission speed to engine load so
you always have maximum performance without
ever stalling the engine. It’s easy to operate and
your productivity will reach a totally new level.

MotionMatch: Adjusts transmission response to
the task at hand
Automotive-Style CruiseControl: provides an
infinitely variable speed selection
SpeedMatch: allows you to set a maximum speed
when the pedal is fully depressed
Easy to activate toggle switches located on the right
hand control console – precisely where you need
them.

eThrottle (4520/4720 only)
This new feature makes driving a tractor as easy
as driving a car. Just put your foot down and the
transport speed goes up as well as the engine rpm.
This makes operating easier and also reduces noise
and fuel consumption. A great feature for when
you’re moving between locations or towing a trailer.
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Independent PTO
Engage and disengage PTO independent of other
transmission operations and at any ground speed.

Transmission

PowrReverser transmission (available for 3520,
4320 and 4520)
The convenient dash mounted lever makes it easy
to shift from forward to reverse without clutching
which makes a real difference when you’re doing
repetitive loader work.

540/540E RPM rear PTO for 4020
The 540E PTO lets you operate rear mounted
implements with lower engine RPM so you benefit
from lower noise and better fuel consumption
(4020 Series only).

eHydro hydrostatic transmission
Operated by Twin Touch pedals, the exclusive
3-range electronic hydrostatic transmission allows
you to perfectly match the tractor’s speed to the
job.
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4020 Series
The bigger tractor experience
The 4020 Series offers the same features
as the 3020 Series but adds the stunning
power of fully fledged farm tractors,
along with amazingly simple operation.
With their unique combination of
genuine John Deere diesel engines,
hydrostatic transmissions and optional
electronic power management, the 4020
Series can help you do more, more easily.
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Cab 3020 | 4020
Feel the comfort
It could be a long, hot, dusty day or it could be cold, wet and
freezing. Either way, you don’t care, because you’re sitting
in a John Deere ComfortGard cab. Six adjustable vents are
strategically placed to keep you at the optimum temperature,
winter, spring, summer or autumn. And this “room” is so tightly
sealed, even most dust particles or allergens can’t make their
way inside. So come in, close the door and enjoy your work.

Integrated Work Lights
Work lights are integrated into the top of the cab
for extra protection from trees and branches.

Panoramic View
A combination of a four post Roll Over Protection
Structure (ROPS), high seat placement and curved
doors gives you a commanding view in all directions.

Control console
The right hand control puts all the most frequently
used controls at your fingertips.

Colour-coded display
Colour-coded icons help you easily monitor the
tractor’s performance systems at a glance.
Performance Tracking System
Our unique digital Performance Tracking System
instantly tells you the status of the vital systems on
your tractor.

Sit and Enjoy
An optional air ride seat provides superior
cushioning and a consistently smooth ride –
no matter how rough the terrain.
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Easier loading
The header bar has been raised for excellent
visibility, so you can clearly see the loader all the
way to the top of the lift cycle.

Tilt steering
Tilt adjustable steering lets operators of all shapes
and sizes find their perfect position.

Digital speedometer
Now you can precisely monitor your speed for
specific tasks like spraying.

Standard loader joystick
Stays close at hand and clear of your knee.
Three hydraulic control valves are standard for
faster cycle times.

Sound of Silence (AT)
Enjoy a quiet working space with 81 dB(A) for the
mid and 79 dB(A) for the large chassis models
(according to 77/311/EEC).

Air conditioning
Extra large condensers and blowers mean fast,
efficient cooling while a 15,000 BTU heater keeps
you comfortable in the worst winter conditions. Airconditioning is standard for all models (except the
1026R and 2020 Series).

eHydro hydrostatic transmission
Operated by Twin Touch pedals, the exclusive
3-range electronic hydrostatic transmission.
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Front Loaders
Load up then take a load off
Take a load off your mind and your to-do
list with the impressive lift capacities of
the John Deere Quick-Park loaders.
Enjoy superior loading performance
and unparalleled efficiency with a regen
function for faster bucket emptying and
quicker cycle times.

Lift capacity at pivot pin (max. height), kg (lb)

1026R
H120 Loader

2020 Series
200CX Loader

3036E
305 Loader

3020 Series
300CX

4020 Series
400CX

380 (838)

410 (902)

531 (1171)

678 (1492)

1081 (2383)

1809 (71.2)
571 (22.5)

1993 (78.5)
750 (29.5)

2162 (85.1)
627 (24.7)

2571 (101.2)
533 (20.1)

2865 (112.8)
629 (24.8)

825 (1819)

1016 (2239)

811 (1788)

1470 (3242)

1558 (3435)

40
31.2
4.0
2.5
5.7 (2.2)
3.5

38
25
3.19
1.95
3.19 (1.25)
1.95

45
30
2.78
2.5
1.5
1.55

45
31
3.57
2.1
3.04 (1.24)
1.79

45
43
3.68
2.48
2.76 (1.0)
1.87

Pivot pin vs. 500 mm ahead: The lift capacity at pivot pin
is a gross measure of loader lifting ability. The lift capacity 500 mm
ahead of pivot point is often the better measure of working lift
capacity.

Maximum lift height at pivot pin, mm (in)
Reach at max. height, mm (in)
Consider how high and far you need a loader to reach.
Do you need to load a truck, for instance?

Breakout force at pivot pin, kg (lb)
The higher the breakout force,
the easier it is to fill the bucket.

Fast Cycle Times:
Loaders do repetitive tasks and saving a second or two each
cycle can really add up. Besides fast raising, lowering and dump
times, steep dump and rollback angles also contribute to faster
cycle times.

Dump angle, deg.
Rollback angle, deg.
Loader raising time, sec.
Loader lowering time, sec.
Bucket dump time, sec. (regen)
Bucket rollback time, sec.

1 Series

2020 Series

Standard 3036E
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Quick-Park loaders
Rapid tool-free loader attachment

1. Position the tractor between the loader arms and
drive in.

2. The loader automatically engages with the
coupling mounts on the tractor. No bolts.
No hassle.

Self levelling (400CX only)
The mechanical self-levelling system keeps
the load level at all times and avoids any
unnecessary spillages.

3020 Series

4020 Series

3. Just lean down and clip on the hydraulics.
Job done. In seconds. Detaching is just as easy.
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Mower Decks
Cut down your mowing time
Our rotary mower decks are durable
and reliable with hands-free drive-over
attachment. Powered by the tractor’s
PTO they can handle tough cutting and
mowing jobs and are perfect for parks,
pastures, paddocks and other large, open
spaces. Available in several sizes there’s a
choice of discharge as well as collection
systems.

AutoConnect Mower Decks

The drive-over AutoConnect mower decks are really
easy to install. Just line up and go!

Drive over slowly and listen for 2 clicks as the deck
and driveshaft automatically connect.

Lift the deck using the lever and you’re ready to go.
Simple!
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Choice of side discharge mower decks
Auto Connect*
1026R

54″

60″

●

●

OnRamp*
72″

2320
2520

Side Discharge*

54″

62″

●

●

72″

●

2720

●

3320

●

●

3520

●

●

3720

●

●

4320

●

4520

●

4720

●

*Not all decks are available in all countries

7 Iron deck
Our 7 Iron mower decks are stamped from a single
sheet of 7-gauge steel which results in a smooth
and robust design for reduced material build-up and
long life (available on selected models).

Material collection systems

AutoConnect Mower Deck
The deck automatically connects to the PTO shaft
so you don’t have to do a thing.

580 Collector
The 600 or 850 litre collector with its high dumping
height and one-handed hydraulic operation makes
unloading easy. Available for 1026R and 2020 Series
tractors.

345H Collector
Available with either 800 or 1200 litre capacity,
this high capacity collector keeps you working
productively for longer. The 1.9 m dump height also
means you can easily unload directly into a trailer.
Available for 2020 and 3020 Series tractors.
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Attachments
Tyres

AG
Agricultural bar tyres provide best
traction.

1026R 2020 3036E 3020 4020
●
●
●

Turf
Turf tyre treads are best-suited for
jobs like mowing and have the least
aggressive pattern.
1026R 2020 3036E 3020 4020
●
●
●
●
●

Fender

Front fender
Helps protect against unwanted dirt
and mud on cab glass or operator
station.
1026R 2020 3036E 3020 4020
●
●

Golf
Best suited for fine turf applications
and golf courses.

1026R 2020 3036E 3020 4020
●
●

Industrial
Industrial tread tyres provide an all
year round solution. They provide good
traction whilst being less aggressive
than agricultural tyres.
1026R 2020 3036E 3020 4020
●
●
●
●
●

Weight

Rear fender extension
Keep it clean by protecting yourself,
the tractor and the implements from
debris flying off the rear tractor tyres.

Front weight
Ballast is made easy with these
individual weights. Moulded-in
handles make installation and removal
simple.

Rear Wheel weight
Properly ballast your tractor while
providing superior traction for jobs on
slippery terrain, a plus when loading or
removing snow.

1026R 2020 3036E 3020 4020
●
●

1026R 2020 3036E 3020 4020
●
●
●
●
●

1026R 2020 3036E 3020 4020
●
●
●
●
●

Hydraulics
Need hydraulic pressure on your
tractor? Choose from a broad range of
solutions.
• Rear hydraulic SCV kit
• 4th and 5th electro-hydraulic SCV kit
• In total, up to 7 SCV’s are available

■ Diverter Kit: a kit that allows oil to
be diverted, by activating a switch,
from the 4 couplers at the tractor
footplate (loader couplers controlled
by joystick) to 4 additional couplers
at the rear of the tractor.

Hydraulics

*Availability depends on machine type.

■ Power beyond: allows accessing
pressurised hydraulic oil at rear of
tractor for operating attachments
equipped with an open center
control valve.
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Front Hitch

Front hitch with PTO
With an A frame for fast changing of
implements.

1026R 2020 3036E 3020 4020
●
●
●
●

JD Quick Hitch with PTO
Change between implements in no
time.

1026R 2020 3036E 3020 4020
●
●

Rear Hitch

Drawbar
EEC Homologated drawbar.

1026R 2020 3036E 3020 4020
●
●
●
●
●

High Adjustable Rear Hitch
Easy to use height adjustments for all
trailers with clevis and ball type.

1026R 2020 3036E 3020 4020
●
●
●

Lights

JD Quick Hitch Broom
For easy removal of snow or to clean
up areas.

1026R 2020 3036E 3020 4020
●
●

JD Quick Hitch Blade
For snow removing or grading.

1026R 2020 3036E 3020 4020
●
●

Seat

Alarm

Air seat
Enjoy unparalleled comfort even
on the roughest roads and terrain
with a vertical and horizontal seat
suspension.

Reversing Alarm
This audible alarm informs operator
and bystanders when the tractor is in
reverse.

1026R 2020 3036E 3020 4020
●
●

1026R 2020 3036E 3020 4020
●
●

Hood Guard
Rear work lights
Shed some light especially when
working with rear implements.

1026R 2020 3036E 3020 4020
●
●
●

Hood guard
Protect your grille from brush, debris
and those unexpected “bumps” that
happen when getting too close while
dumping or loading.
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Specifications
Engine
Type

1026R
Yanmar
3 cylinder Diesel

2320
Yanmar
3 cylinder Diesel

2520
Yanmar
3 cylinder Diesel

2720
Yanmar
3 cylinder Diesel

3036E
Yanmar
3 cylinder Diesel
Turbocharged

Rated Engine kW (hp),
97/68/EC at engine rpm
Rated Engine kW (hp),
ECE-R24 at engine rpm
Rated PTO kW (hp)
Displacement, ltr.
Max Torque, Nm @ rpm
Rated Engine Speed rpm
Air cleaner

18.5 (25.2) @ 3200

17.9 (24) @ 3000

19.6 (26.7) @ 2600

23.1 (31.4) @ 2500

26.9 (36.6) @ 2500

17.5 (23.8) @ 3200

16.9 (23.0) @ 3000

19.1 (26.0) @ 2600

22.4 (30.5) @ 2500

26.4 (35.9) @ 2500

13.4 (18)
1.115
63.7 @ 1900
3200
Dry type with safety element

13 (18)
1.1
63 @ 1900
3000
Dry type with safety element

15 (20)
1.3
85 @ 1200
2600
Dry type with safety element

17.5 (24)
1.6
106 @ 1000
2500
Dry type with safety element

Fuel tank capacity, ltr

21.2

23

27

27

22 (30)
1.5
120 @ 1800
2600
Dry type with safety element and
restriction indicator light
24

N/A
Hydro two-pedal automatic
14.6 (9.1)

N/A
Hydro two-pedal automatic
20 (12.4)

N/A
Hydro two-pedal automatic
22 (13.7)

N/A
Hydro two-pedal automatic
22 (13.7)

N/A
Hydro two-pedal automatic
24 (15)

no
N/A
Wet Disc
Power Steering
Standard
Standard

no
N/A
Wet Disc
Power Steering
Standard
Standard

no
N/A
Wet Disc
Power Steering
Standard
Standard

no
N/A
Wet Disc
Power Steering
Standard
Standard

no
N/A
Wet Disc
Power Steering
Standard
Standard

Open Centre
148 (14800)
24
13.2
10.8
Standard

Open Centre
167 (16700)
21.2
12.7
8.5
Standard

Open Centre
167 (16700)
39.6
18.8
20.8
Standard

Open Centre
167 (16700)
39.6
18.8
20.8
Standard

Open Centre
172 (17238)
35.2
20.2
15
Standard

525
309

650
522

650
522

650
522

615

Independent
Standard rear mid standard and
front optional
540 rear
2100 mid and front
Wet multi-disc

Independent
Standard rear mid standard and
front optional
540 rear
2100 mid and front
Wet multi-disc

Independent
Standard rear mid standard and
front optional
540 rear
2100 mid and front
Wet multi-disc

Independent
Standard rear mid standard and
front optional
540 rear
2100 mid and front
Wet multi-disc

Independant
Standard rear

Complies with ASAE,
OSH Standards

Complies with ASAE,
OSH Standards

Complies with ASAE,
OSH Standards

Complies with ASAE,
OSH Standards

Complies with ASAE,
OSH Standards

Standard
Standard

Standard
Standard

Standard
Standard

Standard
Standard

Standard
Standard

2846
1200
1450

2835
1295
1600

2835
1295 – 1360
1655

2835
1295 – 1360
1655

2820
1434
1525

2280
1985

2261 – 2304
1891 – 1990

2264 – 2279
1998 – 2000

2264 – 2279
1998 – 2000

2322
N/A

700 / 850
1327
612
715
1370

805 / 1005
2000
880
1600
2000

915 / 1015
2000
880
1600
2000

915 / 1015
2000
880
1600
2000

1050
2000
800
1200
2500

18x8.5-10
26x12-12

23x8.5-12
31x13.5-15

24x8.5-14
36x14-15

24x8.5-14
36x14-15

27x8.50-15
41x14-20

–
–

–
–

–
–

–
–

–
–

18x8.5-10
26x12-12

23x8.50
12-16.5

23x8.50-12
14-17.5

23x8.50-12
14-17.5

25x5.50-14
15-19.5

–
–

–
–

–
–

–
–

–
–

–
–

–
–

–
–

–
–

7-14
11.2-24

Drivetrain
Transmission – Gear
Transmission – Hydro
Max. Speed, km/h (mph)
Clutch
– eHST
– PowrReverser
Brakes
Steering
Differential lock
Four Wheel Drive
Hydraulic System
Type
Pressure, bar (kPa)
Total Flow, l/min
Implement, l/min
Steering, l/min
Cat 1 3-point hitch
Lift capacity
– at lift points, kg
– 610 mm (24″) behind lift ends, kg
PTO
Type
Location
Speed
Clutch/Brake
Safety
ROPS/Cab
Operator safety system
– PTO brake
– Operator present
Dimensions
Total length with 3-point hitch, mm
Total width, mm
Wheelbase, mm
Height
– ROPS, mm
– Cab, mm
Weight
Empty / with cab, kg
Total permissible, kg
Front axle, kg
Rear axle, kg
Towing capacity, kg
Tyres
Turf
– front
– rear
Golf
– front
– rear
Industrial
– front
– rear
Industrial
– front
– rear
AG
– front
– rear
* On PowrReverser optional

540 rear
N/A
Wet multi-disc
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3320
Yanmar
3-cylinder Diesel

3520
Yanmar
3-cylinder Diesel
Turbocharged

3720
Yanmar
3-cylinder Diesel
Turbocharged/Intercooler
32.8 (44.6) @ 2600

4320
John Deere
4-cylinder Diesel
Turbocharged
(integrated fuel system)
36 (48.9) @ 2400

4520
John Deere
4-cylinder Diesel
Turbocharged/Intercooler
(integrated fuel system)
45 (61.2) @ 2400

4720
John Deere
4-cylinder Diesel
Turbocharged/Intercooler
(integrated fuel system)
49 (66.6) @ 2400

24.2 (32.4) @ 2600

27.3 (37.1) @ 2600

23.1 (31.4) @ 2600

26.6 (36.2) @ 2600

32.4 (44.0) @ 2500

35.1 (47.7) @ 2400

43.7 (58.6) @ 2400

48.2 (64.6) @ 2400

19 (25)
1.6
107 @ 1200
2600
Dry type with safety element and
restriction indicator light
Open Station – 51
Cab – 45

23 (30)
1.5
116 @ 1400
2600
Dry type with safety element and
restriction indicator light
Open Station – 51
Cab – 45

26 (35)
1.5
137 @ 1560
2600
Dry type with safety element and
restriction indicator light
Open Station – 51
Cab – 45

29.8 (39.9)
2.44
180 @ 1440
2400
Dry type with safety element and
restriction indicator light
Open Station – 55
Cab – 52

38.8 (52)
2.44
224 @ 1440
2400
Dry type with safety element and
restriction indicator light
Open Station – 55
Cab – 52

41.8 (56.0)
2.44
245 @ 1440
2400
Dry type with safety element and
restriction indicator light
52

N/A
eHydro two-pedal automatic
33 (20.5)

12x12 PowrReverser
eHydro two-pedal automatic
33 (20.5)

N/A
eHydro two-pedal automatic
33 (20.5)

12x12 PowrReverser
eHydro two-pedal automatic
30 (18.6)

12x12 PowrReverser
eHydro two-pedal automatic
30 (18.6)

N/A
eHydro two-pedal automatic
30 (18.6)

no
N/A
Wet Disc
Power Steering
Standard
Standard

no
Wet multi-disc
Wet Disc
Power Steering
Standard
Standard

no
N/A
Wet Disc
Power Steering
Standard
Standard

no
Wet multi-disc
Wet Disc
Power Steering
Standard
Standard

no
Wet multi-disc
Wet Disc
Power Steering
Standard
Standard

no
N/A
Wet Disc
Power Steering
Standard
Standard

Open Centre
172 (17238)
52.5
32.5
20
Standard

Open Centre
172 (17238)
52.5
32.5
20
Standard

Open Centre
172 (17238)
52.5
32.5
20
Standard

Open Centre
172 (17238)
64.6
45.3
19.3
Standard

Open Centre
172 (17238)
64.6
45.3
19.3
Standard

Open Centre
172 (17238)
64.6
46.3
19.3
Standard

1148
999

1148
999

1148
999

1423
1134

1423
1134

1423
1134

Independent
Standard rear mid* standard and
front optional
540 rear
2100 mid and front
Wet multi-disc

Independent
Standard rear mid* standard and
front optional
540 rear
2100 mid and front
Wet multi-disc

Independent
Standard rear mid* standard and
front optional
540 rear
2100 mid and front
Wet multi-disc

Independent
standard rear mid optional

Independent
standard rear mid optional

Independent
standard rear mid optional

540 and 540E rear
2100 mid
Wet multi-disc

540 and 540E rear
2100 mid
Wet multi-disc

540 and 540E rear
2100 mid
Wet multi-disc

Complies with ASAE,
OSH Standards

Complies with ASAE,
OSH Standards

Complies with ASAE,
OSH Standards

Complies with ASAE,
OSH Standards

Complies with ASAE,
OSH Standards

Complies with ASAE,
OSH Standards

Standard
Standard

Standard
Standard

Standard
Standard

Standard
Standard

Standard
Standard

Standard
Standard

3230
1323 – 1728
1727

3230
1323 – 1728
1727

3230
1323 – 1728
1727

3454
1667 – 2334
1816

3454
1667 – 2334
1816

3454
1667 – 2334
1816

2332 – 2370
2257 – 2278

2332 – 2370
2257 – 2278

2332 – 2370
2257 – 2278

2372 – 2468
2323 – 2445

2372 – 2468
2323 – 2445

N/A
2323 – 2445

1400 / 1700
3180
1450
2000
4000

1400 / 1700
3180
1450
2000
4000

1400 / 1700
3180
1450
2000
4000

1680 / 1980
4000
1600
2400
5000

1680 / 1980
4000
1600
2400
5000

1680 / 1980
4000
1600
2400
5000

27x8.50-15 4PR
41x14.00-20 4PR

27x8.50-15 4PR
41x14.00-20 4PR

27x8.50-15 4PR
41x14.00-20 4PR

27x10.50-15 4PR
44x18.00-20 4PR

27x10.50-15 4PR
44x18.00-20 4PR

27x10.50-15 4PR
44x18.00-20 4PR

25/10.50LLX15 6PR
41LLx18-16.1 6PR

25/10.50LLX15 6PR
41LLx18-16.1 6PR

25/10.50LLX15 6PR
41LLx18-16.1 6PR

27x12LL-15 6PR
22.5LL-16.1 6PR

27x12LL-15 6PR
22.5LL-16.1 6PR

27x12LL-15 6PR
22.5LL-16.1 6PR

25x8.50-14 6PR
15.00-19.5 6PR

25x8.50-14 6PR
15.00-19.5 6PR

25x8.50-14 6PR
15.00-19.5 6PR

10.00-16.5 6PR
17.5L-24 8PR

10.00-16.5 6PR
17.5L-24 8PR

10.00-16.5 6PR
17.5L-24 8PR

27x8.5-15 6PR
43x16.00-20 4PR

27x8.5-15 6PR
43x16.00-20 4PR

27x8.5-15 6PR
43x16.00-20 4PR

–
–

–
–

–
–

7.00-14 6PR
11.2-24 6PR

7.00-14 6PR
11.2-24 6PR

7.00-14 6PR
11.2-24 6PR

8.00-16 6PR
13.6-28 4PR

8.00-16 6PR
13.6-28 4PR

8.00-16 6PR
13.6-28 4PR

Municipal
Masters
The 5 Series Multi-taskers
40 to 74 kW (55 to 100 hp)
If you’re looking for more power,
the 5 Series is a highly versatile range
of utility tractors offering a choice of
open station or all-weather cabs, narrow
working widths and a wide-range of
accessories for customisation.
■ 5E Open Station Series powered
by a 2.9 litre 3 cylinder John Deere
PowerTech M engine.
■ 5G – offering a choice of different
widths from the standard 5G (2 m) to
the 5GF (1.25 m – 1.5 m) and the 5GV
(1 m – 1.3 m).
■ 5M – 4-cylinder 4.5 litre PowerTech M
engine that delivers up to 100 hp.
■ 5R – Premium Series with full-frame
design and deluxe cab.

John Deere Financial – a range of finance options as powerful as our products.
Contact your John Deere dealer for a comprehensive range of finance options to suit the
specific needs of your business. Not available in all countries please consult your local dealer.
This literature has been compiled for worldwide circulation. While general information, pictures and descriptions are provided, some illustrations and text may include
finance, credit, insurance, product options and accessories not available in all regions. Please contact your local dealer for details. John Deere reserves the right to
change specification and design of products described in this literature without notice.
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Contact your local John Deere dealer
for more information.

